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Automatics controller security and fire alarms and AMCS 
CVD-407
2 proximity-input readers of Vigand standard inputs, 4 ТТLinputs for  
sealed contact and of opening a door buttons, 2 12А relay exits, 4 1А 
exits an open collector type, 8 TTL inputs with the loop control. 

Allows to connect 2  electronic latches  either 1 turnstile or 1 barrier, 
allows to operate 6 external devices, to connect 8 perimeter loops 

or security-firemen signal devices. It has a memory on 30000 users and 60000 events.   Inconsistent   
8…15V 60mA.

The interface converter CVD-405
The interface converter RS232 or RS485 in Ethernet 10Mbit 
Ethernet 10BaseT. Speed is up to 115200 Kbit per second. 

Fall duplex. Allows to connect any device with RS-232 and RS-
485 interfaces in a uniform data bus line Ethernet. It can be 
strokes-input readers, proximity - input readers, rotary devices 
of videocameras and many other things. Inconsistent power 
supply 8…15V 60mA

The fingerprints scanner CVD-710 (USB)
CVD-710 The optical fingerprints scanner that uses high CMOS technologies 
of a matrix and high-precision optical systems for reception of the qualitative 
image of a fingerprint. 

The specification:

The size of a window of scanning of a fingerprint: 16x24 mm; image resolution: 480x320 pixel, 500 dpi; 
USB 2.0-compatible interface; the size: 45х63х26 mm; weight: 120 gramme; working temperature is -10 
Сo to +55 Сo ;

Electrical specifications:

Illumination source: an infra-red light-emitting diode; power-supply voltage: 5,5V through USB port; 
power consumption: 350 mW (a scanning mode); 100 mW (Standby mode); 40 mW (“a sleeping” mode); 
version: the desktop case device.

The built in optical fingerprints scanner CVD-715 (Ethernet)
The optical fingerprints scanner with the interface of Ethernet 
communication, using high CMOS technologies of a matrix and 
high-precision optical systems for reception of the qualitative image 
of a fingerprint. 

The specification:

Version: the wall built in device. The size of a window of a fingerprint 
scanning : 16x24 mm; image resolution: 320 x480 pixel, 500 dpi; 
accuracy of fingerprint recognition: FAR-10-6, FRR-10-2; the size: 
105х80х40 mm; weight: 200 gramme; working temperature:-20 Сo 

to +55 Сo; a water-proof finger scanning window ; the built in buzzer for condition indication.
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Program modules
The software of AMCS “Divisus Access” is constructed by a modular principle. 

•	 An unlimited quantity of the same type modules can be started in one system. 
•	 All modules are connected to system of a network. Modules work through Internet network 
is possible.

Management of system
The module is intended for initial adjustment of the system. It allows to add and configure devices, 
including by means of templates of AMCS typical decisions.

•	 Has software and hardware of system for diagnostics of the connected equipment. 
•	 Allows to differentiate the operators rights of the system to any amount of levels. 
•	 System Installation, including DBMS Oracle, is made completely automatically. 
•	 Adjustment of the  system “Divisus Access” is simple and accessible to the user with the 
minimum qualification.

Bureau of admissions
The module allows to create users in the system, to give out the admission, to bring fingerprints in a 
database, to appoint rules of access and working hours accounting.

•	 Users are distributed on groups. The general rules of access and working hours account can 
operate according to the groups.
•	 Provides separate a database conducting of people, cars, railway cars. 
•	 Has software and hardware of system for registration of visitors with the advanced order 
admission, and the accelerated procedure, in time, not exceeding 4 seconds. 
•	 Allows to add a photo of the user a passport photo, to create a photo gallery for each user in a 
database. It is able to distinguish scanned documents and to bring the information in a database. 
•	 Has function of intellectual search of duplicates, especially effective at work with the visitors. 
•	 It is optimised to work with tens thousand users.
•	 There is a Designer of admissions as a part of the module, which allows to create templates 
of admissions of any format and design.

Electrical specifications:
Illumination source: an infra-red light-emitting diode; Ethernet TCP/IP 10Mbit per second; power-supply 
voltage: 12V, 200mA; management of external devices: 1 exits, 2 inputs; management of external light-
emitting diodes: 2 exits.

The system can be supported by:
•	 proximity - input readers with Vigand-26, 42 interface;
•	 proximity - input readers with RS-232 interface;
•	 input readers Touch Memory;
•	 stroke-code scanners with RS-232 interface;
•	 scanners of documents;
•	 digital cameras – for entering of a user’s photo in a database;
•	 subliminal printers for proximity-cards;
•	 turnstiles, barriers and electronic latches of any type.
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Monitoring and reports
The module allows to carry out monitoring of moving of the personnel on enterprise territory, to give 
out reports, including the reports generator of any form.

•	 Typical reports are accessible: «Journal of system work », «the Location of the person», «the 
Visitors who have not left the territory», «the List of the users in a certain zone», «the List of 
given admissions» and other reports applied with a view of management by the personnel.
•	 Being integrated with the system of video surveillance «Divisus Video», allows to review  
a videorecording of  any pass through a checkpoint.

Checkpoint
The module is intended for checkpoints management.

•	 At an identifier presentation displays an information card of the user from a database. 
•	 Allows to block/unblock a checkpoint manually. 
•	 Displays  a photo of the user from a database, allows to make photoidentification. 
•	 Being integrated with system of video surveillance “Divisus Video”, allows to display the video 
channels established on a checkpoint that makes possible photoidentification remotely. 
•	 Allows to operate a set from 8 checkpoints simultaneously.

Working hours account
The module allows to create and appoint constant, replaceable, sliding schedules of the account of 
working hours.

•	 It is able to consider holidays, compensatory holidays and discharge. 
•	 Allows to deduce standard forms of reports under working hours account and also variety of 
special forms, effective for management.
•	 There are reports for working hours account on one input reader - is effective at creation of 
cheap systems of the account of working hours. There is a generator of reports of any form.

Recognition of documents
The module is intended for automatic recognition of scanned documents and entering of its information 
in a database.

•	 The passport of the citizen and the driver’s license is supported. Support of other documents 
is possible. 
•	 Besides the text data in a database the photo of the person from the document can be 
brought. At scanning of the document filled in the typewritten way, the probability of correct 
recognition is close to 100 %. The module is irreplaceable at the big streams of visitors or mass 
input of users in AMCS database.

Management of driveways
The module is intended for registration of the vehicles following through a check point, and also for 
management driveways on the territory.

•	 Module work is based on use of technology of recognition of car numbers of system of video 
surveillance «Video locator». 
•	 The information card of the car will be presented to the operator and it can make the decision 
on the admission, or the admission will be carried out in an automatic mode. 
•	 If the car is not registered the module solves a problem of fast creation of the user - a vehicle 
with admission registration of the licence plate. 
•	 Possibility of not registered licence plate access on the territory or substitution of the licence 
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plate is excluded. 
•	 For increase of an overall performance of the operator the module constantly displays  
the video channels established on a checkpoint. 
•	 All actions of the operator are recorded. 
•	 The Module allows to serve some checkpoints simultaneously.

The control of movement of railway cars
It is applied to the control movement of railway cars through the territory of the enterprise or railway 
station.

•	 Module work is based on use of technology of railway numbers recognition of the system of 
video surveillance «Video locator».
•	 Allows to load into system natural sheets – the list of expected cars on entrance or  
on departure. 
•	 Has tools for manual updating of incorrectly distinguished numbers with action registration 
of the operator. 
•	 Allows to exclude unapproved entrance or departure of cars from the territory. 
•	 The use of thermal camera in a system of video surveillance «Video locator» allows  
to supervise tanks filling.

Restrictions of versions and software licensing
Each module connected to AMCS “Divisus Access” system is licensed. You can establish the software 
of “Divisus Access” on all computers in a local network of the enterprise, but you would be able to use 
simultaneously only the bought quantity of modules.

The software functions in a demonstration mode within 30 days.
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